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Projector
Installation, Operation & Technical Guide

Product Description
The AccuformNMC Laser Line Projector is designed to project a 
bright, highly visible laser line for pedestrian walkways, forklift 
lanes, work zones, and hazardous areas.

Integrated line limiters allow the projected line to be shortened 
on either side to better fit the application, while the adjustable 
laser aperture allows the projected line thickness to be fine-tuned 
after installation.

 

Safety Information
•	Disconnect power before installing or servicing the projector. 

•	Avoid direct eye exposure to the laser beam. 

•	Install only on a properly grounded electrical circuit that complies 
with local electrical codes. 

•	Maintain adequate airflow around the projector during operation. 

•	Keep flammable materials away from the projector. 

•	Always secure the projector with the supplied safety cable. 

•	Installation should be performed by qualified personnel.

Mounting
Mount the projector securely using the supplied mounting bracket.

For best performance:
•	Mount the projector perpendicular to the desired projection 

surface whenever possible. 

•	Center the projector over the desired line location. 

•	Adjust the mounting bracket to achieve the desired 
projection angle.

•	Secure the projector using the supplied safety cable. 

Package Contents
•	Laser Line Projector 

•	Power Supply 

•	Mounting Bracket 

•	Integrated Line Limiters 

•	Installation Guide

Adjusting Line Orientation
If the projected line is not aligned as desired after installation, simply 
rotate the front laser housing until the line is properly oriented.

Projected Line Length
The AccuformNMC Laser Line Projector is equipped with a 90° optical 
lens, producing a projected line approximately twice the mounting 
height (1:2 ratio).

Adjusting Line Limiters
Integrated line limiters are pre-installed on the projector.

To adjust the projected line length:

1.	Slightly loosen the mounting screw. 

2.	Move the line limiter inward or outward to shorten the desired side of 
the projected line. 

3.	Tighten the screw once the desired position has been reached. 

Line limiters may be adjusted independently on either side of 
the projector.

Adjusting Line Thickness
The laser line thickness may be adjusted to suit the application.

4.	Disconnect power. 

5.	Remove the front cover. 

6.	Locate the adjustment nut inside the projector. 

7.	Turn the adjustment nut slightly until the desired line thickness 
is achieved.

8.	Reinstall the front cover before restoring power.

Note: Line thickness will also vary depending on mounting height and 
projection distance.

Maintenance
Periodically inspect the projector for dust and debris accumulation.

Clean the projector using clean, dry compressed air.

To clean the output lens, use only a clean microfiber cloth. Do not use 
paper towels, abrasive materials, or chemical cleaners.

Available laser colors include:

Red Green Blue
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Warranty
AccuformNMC warrants its Laser Line Projectors to be free from defects in 
materials and workmanship for a period of five (5) years from the date of original 
purchase. This warranty extends only to the original end-user purchaser.

For warranty service or additional information, contact AccuformNMC 
Customer Service:

Phone: 800-237-1001

Email: customerservice@accuformnmc.com

Website: www.accuformNMC.com

Technical Specifications

Specification Laser Line Projector

Input Voltage DC 10–80V or AC 100–240V

Laser Output 1 W (Green), 1.2 W (Red), 
1600 W (Blue)

Function Alerting, Positioning

Projection Type Laser Line

Optical Lens 90°

Projected Line Ratio 1:2 (Line length is approximately 
twice the mounting height)

Maximum Recommended 
Line Length Up to 80 ft (24 m)

IP Rating IP67

Laser Classification Class 3R

Operating Temperature -4°F to 122°F (-20°C to +50°C)

Available Colors Red, Green, Blue

Housing Material Aluminum Alloy

Weight 0.4 lb (0.2 kg)

Dimensions
4.0 × 1.7 × 2.4 in

(10.1 × 4.4 × 6 cm)

Country of Origin China
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